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Driver installation (XP)

1. Plug in usb cable in computer.
Windows will detect new hardware and open the new hardware guide.
Choose option “No, not this time” and press next.

Prerequisite
This guide requires that you have already downloaded the latest bd_tuner from our 
webpage.

Driver installation (WIN7)

1. Plug in usb cable in computer.
Windows will detect new hardware and search for and find the driver. No “manual” steps 
shall be needed. If comport can't be found in device manager (see last step in this guide) 
then you need to manually install driver in a similar way as in this guide.

Thank you for purchasing the Black Diamond PC-Cable.
The latest version of the PC Software can be downloaded from:
http://www.advanced-electronics.se/
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Driver installation (XP)

Select install from specified location (Advanced)
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Driver installation (XP)
Tick Include this location in the search:
Press browse and point to bd_tuner\usb_drivers   
Default location is c:\program files\AE_BD_TUNER\usb_drivers
(Depending on language of Windows “program files” can be named differently for example  
program).
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Driver installation (XP)
Hardware Installation
Choose continue anyway.
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Driver installation (XP)
After a while installation is complete, press Finish.
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Driver installation (XP)
After you have pressed Finish in the previous step a new Found new hardware wizard will 
pop up. Just go through the steps again to install the last driver (USB Serial Port).
When this is all done all drivers should be installed and cable is ready for action.
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Find com port number

Open device manager:
press windows button + r
In the run window in open field enter: 
mmc devmgmt.msc 
and press ok

Open Ports and look for USB Serial Port
The USB cables com port number is displayed 
within the parenthesis. 
In this case COM5.

This is the com port to select in the 
BD tuner software.  
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